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GChrome plated MINI ball valve suitable for a wide variety of sectors: domestic water services, HACV,

non-dangerous aero forms, liquid hydrocarbon and pneumatic systems.

Do not use with steam.

Available with the following threading according to ISO 228/1 (equivalent to DIN EN ISO 228 and BS EN ISO

228) and EN 10226 (FORMER ISO 7):

Female / female - Male / female

Maximum working temperature: 80°C - no steam

HOW TO INSTALL

To install a ball valve correctly:

Make sure that the pipes are well aligned.

Place the fixing tool in the part of the valve which is closer to the pipe.

Do not exceed in using sealing materials such as (PTFE or other material), use it only on the thread.

In presence of impurities in the fluid (such as limestone, dust or sand) install a strainer to avoid damages  to the

ball and the seals.

HOW TO UNINSTALL

Place the unfixing tool in the part of the valve which is closer to the pipe. Relief the pressure in the pipeline by

opening the valve and allow the fluid to come out; unscrew the connections from the valve.

MAINTENANCE

It is important to verify the valves periodically to make sure that the valve is in good working conditions.

The valve is supplied at opening position.

The opening and the closing are made by a 90° rotation of the handle. In the opening position, the handle is

along the body of the valve, while in the closing position the handle is across the body.

The ball valve is an interception valve and not a regulation one, therefore it must be completely opened or

closed; if left at an intermediate position, seals could be damaged.

Only ifyou have to empty the pipe system, to prevent from frost problems, the valve must be opened at an

intermediate position (45°) up to the complete discharge of the liquid, after that the valve could be fully opened.

It is suggested not to use the valve for liquids with abrasive suspensions.

BODY

STEM

Brass CW614N-UNI-EN 12164

BALL

Ball ground by diamond-tipped

tool,nickel and chromium plated

Brass CW617N-UNI-EN 12165

SEAT

Pure P.T.F.E.

STEM PACKING 

O-ring NBR

FINISHING

Mat chrome

M
IN

I

Brass CW617N-UNI-EN 12165

LEVER

Aluminium with black plastic

coating finishing
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Le misure riportate in tabella sono espresse in mm

All measures in the charts are expressed in mm

Le misure riportate in tabella sono espresse in mm

All measures in the charts are expressed in mm


